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Powerful and versatile injection hand pump for the
complete line of WEBAC injection grouts.
Suitable for smaller jobs and as inexpensive back-
up system. Very reliable and easy to maintain.
Pump includes stand & pressure gauge. Pressure
hose, shut-off valve and zerk coupler tip sold
separately. Just place premixed resin next to pump
or underneath and point suction tube into grout
container. Piston can be pulled out for effective
cleaning.

PRODUCT WARRANTY:    WEBAC AMERICA CORP. PRODUCTS ARE WARRANTED UNDER THE FOLLOWING POLICY:
ALL RECOMMENDATIONS, STATEMENTS AND TECHNICAL DATA HEREIN ARE BASED ON TESTS WE BELIEVE TO BE RELIABLE AND CORRECT, BUT ACCURACY AND COMPLETENESS
OF SAID TESTS ARE NOT GUARANTEED AND ARE NOT TO BE CONSTRUED AS A WARRANTY EITHER  EXPRESSED OR IMPLIED. USER SHALL RELY ON HIS OR HER OWN INFORMATION
AND TESTS TO DETERMINE SUITABILITY OF THE PRODUCT FOR THE INTENDED USE AND USER ASSUMES ALL RISK AND LIABILITY RESULTING FROM HIS OR HER USE OF THE
PRODUCT. SELLER’S AND MANUFACTURER’S SOLE RESPONSIBILITY SHALL BE TO REPLACE THAT PORTION OF THE PRODUCT OF THIS MANUFACTURER WHICH PROVES TO BE
DEFECTIVE. NEITHER SELLER NOR MANUFACTURER SHALL BE LIABLE TO THE BUYER OR ANY THIRD PERSON FOR ANY INJURY, LOSS OR DAMAGE DIRECTLY OR INDIRECTLY
RESULTING FROM USE OF OR INABILITY TO USE THE PRODUCT. RECOMMENDATIONS AND STATEMENTS OTHER THAN THOSE CONTAINED IN A WRITTEN AGREEMENT SIGNED
BY AN OFFICER OF THE  MANUFACTURER SHALL NOT BE BINDING UPON THE MANUFACTURER OR SELLER. WAC200512-HP100

Packers sold
separately
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-   Lightweight
-   >1500 PSI
-   Easy to use, clean & maintain
     for long term use
-   Single component
-   Pressure gauge
-   Mounted on stand, draws material from
     container or bucket
-   Compatible with the complete line of
     WEBAC injection grouts including epoxy resins,
     and  various packers and couplers

Hose-Set sold
separately

Technical Data:
Max. pressure : >1500 psi
Weight :       25 lbs
Single component
steel ball valve, one o-ring.

Please  wear protective gear
when operating equipment



INJECTION HAND PUMPWEBAC  HP 100

WEBAC Corp.
1669 E Wilshire Ave,  Santa Ana, CA 92705
PH 714-662-4445       FAX  714-662-4446
Toll Free 1877-932-2293  www.webac.com
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Parts:

1 - Pump Lever
2 - Short Lever
3 - Piston
4 - Piston O-Ring
5 - Housing
6 - Gauge Connector
7 - Spring (2)
8 - Ball (2)
9 - Vent Valve
10 - In-Out Valve Housing
11 - Valve / Suction Hose Connector
12 - Gauge
13 - Lver Bolt Short (2)
14 - Lver Bolt Long

PRODUCT WARRANTY:    WEBAC AMERICA CORP. PRODUCTS ARE WARRANTED UNDER THE FOLLOWING POLICY:
ALL RECOMMENDATIONS, STATEMENTS AND TECHNICAL DATA HEREIN ARE BASED ON TESTS WE BELIEVE TO BE RELIABLE AND CORRECT, BUT ACCURACY AND COMPLETENESS
OF SAID TESTS ARE NOT GUARANTEED AND ARE NOT TO BE CONSTRUED AS A WARRANTY EITHER  EXPRESSED OR IMPLIED. USER SHALL RELY ON HIS OR HER OWN INFORMATION
AND TESTS TO DETERMINE SUITABILITY OF THE PRODUCT FOR THE INTENDED USE AND USER ASSUMES ALL RISK AND LIABILITY RESULTING FROM HIS OR HER USE OF THE
PRODUCT. SELLER’S AND MANUFACTURER’S SOLE RESPONSIBILITY SHALL BE TO REPLACE THAT PORTION OF THE PRODUCT OF THIS MANUFACTURER WHICH PROVES TO BE
DEFECTIVE. NEITHER SELLER NOR MANUFACTURER SHALL BE LIABLE TO THE BUYER OR ANY THIRD PERSON FOR ANY INJURY, LOSS OR DAMAGE DIRECTLY OR INDIRECTLY
RESULTING FROM USE OF OR INABILITY TO USE THE PRODUCT. RECOMMENDATIONS AND STATEMENTS OTHER THAN THOSE CONTAINED IN A WRITTEN AGREEMENT SIGNED
BY AN OFFICER OF THE  MANUFACTURER SHALL NOT BE BINDING UPON THE MANUFACTURER OR SELLER. WAC200502-HP100
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