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WEBAC 4000 QUICKSEAL

Epoxy Paste / Gel in Cartridge System or Bulk

RANGE OF APPLICATION

- Structural bonding of concrete, masonry,
metals, wood, etc.

- Grouting bolts, dowels, pins, vertical and
overhead, for extremely rapid setting, fast turn
around times

- Seals cracks and around injection ports prior to
pressure-injection grouting

- Interior, exterior, vertical and overhead repair of
concrete as a super fast setting epoxy mortar
binder.

ADVANTAGES

- Insensitive to moisture before, during and after
cure

- High-modulus, high-strength, structural gel
adhesive

- Excellent adhesion to concrete, masonry,
metals, wood and most structural materials.

- Gel consistency ideal for vertical and overhead
applications. Easy to mix 1: 1 ratio between
components

- Extremely Fast Setting and high early
strength-developing adhesive.

TYPEOFMATERIAL

WEBAC 4000 Epoxy Paste is a 100% solids, high
modulus, non-sag, non-shrink two component epoxy
adhesive that bonds to concrete and other surfaces. It
meets ASTM-C-881, Type | and IV, Grade 3 Classes B
and C for Epoxy Resin Adhesives. It meets USDA
specifications for use in food processing areas.

PROCESSING

To anchor bolts, dowels and pins
Annular space around bolt tested at 1/8 inch;
depth of embedment is typically 10-15 times the
bolt diameter. See cartridge for application
instructions.

To seal cracks for injection grouting
Place the mixed material over the cracks to be
pressure injected and around each injection port.
Allow sufficient time to cure before pressure
injecting.

As a structural adhesive
Apply the mixed HIJECH Structural Gel Fast Epoxy
to the mating or non mating prepared substrates.
Work into the substrate for positive adhesion.
Secure the bonded unit firmly into place until the
epoxy has cured.

Non-sag gel, no flow. Pot Life: Approx. 5-10
minutes. (100 gram mass)

Appearance:

Compound A =White

Compound B =Grey.
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COVERAGE

220z. cartridge yields 39 cu. in. of epoxy gel adhesive.
460z. cartridge yields 82 cu. in. of epoxy gel adhesive.
Shelf Life: 1 year in original unopened container.

STORAGE: Store indoors at temperatures between
40-95 F.

PACKAGING
Cartridges, 1 Gallon Units
2 Gallon Units 110 Gallon Units

MAINTENANCE OF EQUIPMENT

Cartridge Systems are disposable and some of the
following recommendations may not apply.

Remove all excess sealant and any smears. Tools
and mixing equipment are best cleaned immediately
after use. Recommended: R70 Pump Flush is a solvent
free, non-flammable and for shipping as non-hazardous
classified cleaner, which conditions your pump and
hoses. Circulate cleaner through pump for several
minutes. Xylol, Toluol, Acetone, M.E.K. and related
solvents can be used for initial flushing. Solvents are
hazardous, are aggressive towards plastic and rubber
and might be in conflict with regulations on the jobsite.
Caution! Some cleaners are combustible.

PRECAUTION

Protect your health! While working with WEBAC
materials, safety goggles, gloves and safety clothing
must be worn at all times. While injecting, a full face
shield is strongly recommended. Spills and blow-outs
do happen! Protect yourself and others on the jobsite.
Consider property in proximity of the application area to
prevent loss or damage. Protect your jobsite from
unauthorized persons. Store all materials and equipment
safely and out of reach of children!
Observe container labels, MSDS, and instructions in the
WEBAC Product Catalog before using the product and
equipment. In case one of the components comes in
contact with the skin, wash thoroughly with soap and
water. Provide adequate ventilation in volume and pattern
in working area. Further protection: emergency showers

and eyewash stations.

www.webac.com

FAST CURE EPOXY PASTE
REPAIR / ANCHORING
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PRODUCT WARRANTY: WEBAC AMERICA CORP. PRODUCTS ARE WARRANTED UNDER THE FOLLOWING POLICY:

ALL RECOMMENDATIONS, STATEMENTS AND TECHNICAL DATAHEREIN ARE BASED ON TESTS WE BELIEVE TO BE RELIABLE AND CORRECT, BUT ACCURACY AND COMPLETENESS
OF SAID TESTS ARE NOT GUARANTEED AND ARE NOT TO BE CONSTRUED AS A WARRANTY EITHER EXPRESSED OR IMPLIED. USER SHALL RELY ON HIS OR HER OWN
INFORMATION AND TESTS TO DETERMINE SUITABILITY OF THE PRODUCT FOR THE INTENDED USE AND USER ASSUMES ALL RISK AND LIABILITY RESULTING FROM HIS OR HER
USE OF THE PRODUCT. SELLER’S AND MANUFACTURER’S SOLE RESPONSIBILITY SHALL BE TO REPLACE THAT PORTION OF THE PRODUCT OF THIS MANUFACTURER WHICH
PROVES TO BE DEFECTIVE. NEITHER SELLER NOR MANUFACTURER SHALL BE LIABLE TO THE BUYER OR ANY THIRD PERSON FOR ANY INJURY, LOSS OR DAMAGE DIRECTLY OR
INDIRECTLY RESULTING FROM USE OF OR INABILITY TO USE THE PRODUCT. RECOMMENDATIONS AND STATEMENTS OTHER THAN THOSE CONTAINED INAWRITTENAGREEMENT
SIGNED BY AN OFFICER OF THE MANUFACTURER SHALL NOT BE BINDING UPON THE MANUFACTURER OR SELLER. WAC200408-w4000quickseal
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